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FREQUENCY
—>
PUSCH 1 (810) PUSCH 2 (820) PUSCH 3 (830)
~—— 20 MHz ~—— 20 MHz ~—— 20 MHz
T | |
UL CC1 (840) UL CC2 (850) UL CC3 (860)

FI1G.8
(PRIOR ART)
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UE ALLOCATES POWER TO ITS PUCCH
TRANSMISSIONS OVER ALL UL CCs

C
ot .
PPOUSCH = Z_: Poyscr (1.¢) — 1110

c=1

AND TO ITS PUSCH TRANSMISSIONS
INCLUDING UCI, u=1, ..., U

tot,U U .
Pousc = 24 Peuscr (i.U)
u=1

UE COMPUTES PET = Py - P = P
rem

AND USES P, INSTEAD OF Py TO ALLOCATE |=1120
POWER TO THE REMAINING PUSCH TRANSMISSIONS

FIG.11
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1
UPLINK TRANSMISSION POWER CONTROL
IN MULTI-CARRIER COMMUNICATION
SYSTEMS

PRIORITY

This application is a Continuation application of U.S.
patent application Ser. No. 12/725,847, which was filed in the
U.S. Patent and Trademark Office on Mar. 17, 2010, and
claims priority under 35 U.S.C. §119(e) to U.S. Provisional
Application No. 61/160,879, entitled “Transmission Power
Control in Uplink of Multi-Carrier Communication Sys-
tems”, which was filed on Mar. 17, 2009, the contents of
which are incorporated herein by reference.

BACKGROUND OF THE INVENTION

1. Field of the Invention

The present invention is directed generally to wireless
communication systems and, more specifically, to transmis-
sion power control for data signals and control signals.

2. Description of the Art

A communication system includes DownLink (DL), which
supports signal transmissions from a base station (i.e., a
“Node B”) to User Equipments (UEs), and UpLink (UL),
which supports signal transmissions from UEs to the Node B.
UEs, which are also commonly referred to as a terminal or a
mobile station, may be fixed or mobile and may include
wireless devices, cellular phones, personal computer devices,
etc. Node Bs are generally fixed stations and may also be
referred to as Base Transceiver Systems (BTS), access points,
or other similar terminology.

UL signals contain data information, which may include
Uplink Control Information (UCI). The UCI includes at least
ACKnowledgement (ACK) signals, Service Request (SR)
signals, Channel Quality Indicator (CQI) signals, Precoding
Matrix Indicator (PMI) signals, or Rank Indicator (RI) sig-
nals. UCI may be transmitted individually in the Physical
Uplink Control CHannel (PUCCH) or, together with other
non-UCI data, in a Physical Uplink Shared CHannel
(PUSCH).

ACK signals used in association with Hybrid Automatic
Repeat reQuests (HARQs), will be referred to as HARQ-
ACK signals, and are transmitted in response to correct or
incorrect reception of Transport Blocks (TBs) transmitted
through a Physical Downlink Shared CHannel (PDSCH). SR
signals inform the Node B that a UE has additional data for
transmission. CQI signals inform the Node B of the channel
conditions that a UE experiences for DL signal reception,
enabling the Node B to perform channel-dependent PDSCH
scheduling. PMI/RI signals inform the Node B how to com-
bine signal transmissions to a UE through multiple Node B
antennas in accordance with a Multiple-Input Multiple-Out-
put (MIMO) principle.

PUSCH or PDSCH transmissions are either dynamically
configured through a Scheduling Assignment (SA) transmit-
ted in the Physical Downlink Control CHannel (PDCCH) or
periodically configured with parameters set through higher
layer signaling. For example, such configuration may be per-
formed through Radio Resource Control (RRC) signaling
from a Node B to each respective UE.

A PUSCH transmission structure is shown in FIG. 1. A
Transmission Time Interval (TTI) includes one sub-frame
110, which includes two slots. Each slot 120 includes
NsymbUL symbols. Each symbol 130 includes a Cyclic Prefix
(CP) to mitigate interference due to channel propagation
effects. The signal transmission in the first slot may be located
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2

atthe same or different part of the operating BandWidth (BW)
than the signal transmission in the second slot. One symbol in
each slot is used to transmit Reference Signals (RS) 140,
which provide a channel estimate to enable coherent demodu-
lation of the received data and/or UCI. The transmission BW
includes frequency resource units, which will be referred to as
Physical Resource Blocks (PRBs). Each PRB includes N, _*%
sub-carriers, or Resource Elements (REs), and a UE is allo-
cated Mg sy PRBs 150 for a total of
M, ZPH-M s N 52 REs for a PUSCH transmission
BW of'the UE. The last symbol of the sub-frame may be used
to transmit Sounding RS (SRS) 160 from at leastone UE. The
SRS mainly serves to provide a CQI estimate for the UL
channel, thereby enabling the Node B to perform channel-
dependent PUSCH scheduling. The Node B configures the
SRS transmission parameters for a UE through RRC signal-
ing. The number of sub-frame symbols available for data
transmission is N, ,° USCH:Z(NSymbUL—l)—NSR s, Where
Nzs=1, if the last sub-frame symbol is used for SRS trans-
mission and N =0 otherwise.

FIG. 2 illustrates a PUSCH transmitter block diagram.
Coded CQI bits and/or PMI bits 205 and coded data bits 210
are multiplexed at block 220. If HARQ-ACK bits are also
multiplexed, data bits are punctured to accommodate HARQ-
ACK bits at block 230. SR information, if any, is included as
part of data information. A Discrete Fourier Transform (DFT)
of the combined data bits and UCI bits is then obtained at
block 240, M_ ZP“H=M,,, ¢ N, *Z REs at block 250 cor-
responding to the assigned PUSCH transmission BW are
selected at block 255 based on information from the SA or
from higher layer signaling, Inverse Fast Fourier Transform
(IFFT) is performed at block 260, and finally a CP and filter-
ing are applied to the signal at blocks 270 and 280, respec-
tively, before transmission at block 290. For clarity and con-
ciseness, additional transmitter circuitry such as digital-to-
analog converters, analog filters, amplifiers, and transmitter
antennas are not illustrated. The encoding process for data
bits and CQI and/or PMI bits, as well as the modulation
process, are also omitted for clarity and conciseness. The
PUSCH transmission may occur over clusters of contiguous
REs, in accordance with the DFT Spread Orthogonal Fre-
quency Multiple Access (DFT-S-OFDM) principle, which
allows signal transmission over one cluster 295A (also known
as Single-Carrier Frequency Division Multiple Access (SC-
FDMA)), or over multiple clusters 295B.

At the receiver, reverse (complementary) transmitter
operations are performed. FI1G. 3 illustrates the reverse trans-
mitter operations of the transmitter operations illustrated in
FIG. 2. After an antenna receives the Radio-Frequency (RF)
analog signal at 310, which may be processed by processing
units such as filters, amplifiers, frequency down-converters,
and analog-to-digital converters (not illustrated), a digital
signal is filtered at block 320 and the CP is removed at block
330. Subsequently, the receiver unit applies a Fast Fourier
Transform (FFT) at block 340, selects 345 the
M, PP H=M,, o N 52 REs 350 used by the transmitter,
applies an Inverse DFT (IDFT) at block 360, extracts the
HARQ-ACK bits and places respective erasures for the data
bits at block 370, and de-multiplexes, at block 380, output of
block 370 into data bits 390 and CQI/PMI bits 395. Regarding
the transmitter, well known receiver functionalities such as
channel estimation, demodulation, and decoding are not
shown for clarity and conciseness.

A structure for the HARQ-ACK signal transmission in the
PUCCH in one sub-frame slot is illustrated in FIG. 4. A
transmission in the other slot, which may be at a different part
of the operating BW, may have the same structure as the slot
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illustrated in FIG. 4, or alternatively, as with the PUSCH, the
last symbol may be punctured to transmit SRS. The PUCCH
transmission for each UCI signal is assumed to be within one
PRB. The HARQ-ACK transmission structure 410 includes
the transmission of HARQ-ACK signals and RS. The HARQ-
ACK bits 420 are modulated, at block 430, according to a
“Constant Amplitude Zero Auto-Correlation (CAZAC)”
sequence 440, for example with Binary Phase Shift Keying
(BPSK) or Quaternary Phase Shift Keying (QPSK) modula-
tion, which is then transmitted after performing the IFFT
operation. Each RS 450 is transmitted through the unmodu-
lated CAZAC sequence.

A structure for the CQI/PMI transmission in the PUCCH in
one sub-frame slot is illustrated in FIG. 5. The CQI transmis-
sion structure 510 includes the transmission of CQI signals
and RS. The CQI bits 520 again are modulated, at block 530,
according to a CAZAC sequence 540, for example using
QPSK modulation, which is then transmitted after perform-
ing the IFFT operation. Each RS 550 is again transmitted
through the unmodulated CAZAC sequence.

Anexample of CAZAC sequences is determined according
to

]27rk( n+1)]
n+n—
L 2

clm) = exp[ i

where L is the length of the CAZAC sequence, n is the index
of an element of the sequence n={0, 1, ..., -1}, and k is the
index of the sequence. If L is a prime integer, there are [.-1
distinct sequences which are defined as k ranges in {0,
1,...,L-1}.1fa PRB includes an even number of REs, such
as, for example, N, *#=12, CAZAC sequences with an even
length can be directly generated through a computer search
for sequences satisfying the CAZAC properties.

FIG. 6 shows a transmitter structure for a CAZAC
sequence. The frequency-domain version of a computer gen-
erated CAZAC sequence 610 is described, as an example. The
REs of the assigned PUCCH PRB are selected at block 620
for mapping, at block 630, the CAZAC sequence An IFFT is
performed at block 640, and a Cyclic Shift (CS) is applied to
the output at block 650. Finally, a CP and filtering are applied
at blocks 660 and 670, respectively, before transmitting the
signal at block 680. Zero padding is inserted by the reference
UE in REs used for the signal transmission by other UEs and
in guard REs (not shown). Moreover, for clarity and concise-
ness, additional transmitter circuitry such as digital-to-analog
converter, analog filters, amplifiers, and transmitter antennas
as they are known in the art, are not shown.

Reverse (complementary) transmitter operations of the
operations illustrated in FIG. 6 are performed for the recep-
tion of the CAZAC sequence, as illustrated in FIG. 7. Refer-
ring to FIG. 7, an antenna receives an RF analog signal at
block 710. After processing by processing units such as fil-
ters, amplifiers, frequency down-converters, and analog-to-
digital converters (not shown), the received digital is filtered
at block 720 and the CP is removed at block 730. Subse-
quently, the CS is restored at block 740, a Fast Fourier Trans-
form (FFT) is applied at block 750, and the transmitted REs
are selected at block 765 based on information from the SA or
from higher layer signaling. FIG. 7 also shows the subsequent
correlation 770 with the replica 780 of the CAZAC sequence
in order to obtain an estimate of the channel medium (possi-
bly modulated by HARQ-ACK information or CQI informa-
tion as shown in FIG. 4 or FIG. 5, respectively). Finally, the
output 790 is obtained, which can then be passed to a channel
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4

estimation unit, such as a time-frequency interpolator, in case
of a RS, or can to detect the transmitted information, in case
the CAZAC sequence is modulated by HARQ-ACK infor-
mation or CQI.

When UCI and data transmission occur in the same sub-
frame, UCI may be transmitted together with data in the
PUSCH or separately from data in the PUCCH. Including
UCl in the PUSCH avoids simultaneous PUSCH and PUCCH
transmissions, thereby conserving transmission power and
avoiding an increase in the Peak-to-Average Power Ratio
(PAPR) or the Cubic Metric (CM) of the combined signal
transmission. Conversely, separately transmitting UCI in the
PUCCH preserves PUSCH REs for data transmission and
utilizes pre-allocated PUCCH resources. The required trans-
mission power can be one of the conditions used to decide
whether to simultaneously transmit PUCCH and PUSCH, to
transmit UCI with data in the PUSCH, or to even transmit
only UCI in the PUCCH and suspend the PUSCH transmis-
sion.

Transmission Power Control (TPC) adjusts the PUSCH or
PUCCH transmission power to achieve a desired target for the
received Signal to Interference and Noise Ratio (SINR) at the
Node B, while reducing the interference to neighboring cells
and controlling the rise of Interference over Thermal (IoT)
noise, thereby ensuring the respective reception reliability
targets. Open-Loop (OL) TPC with cell-specific and UE-
specific parameters is considered with the capability for the
Node Bto also provide Closed Loop (CL) corrections through
TPC commands. The TPC commands are included either in
the SA configuring a dynamic PDSCH reception (TPC com-
mand adjusts the subsequent HARQ-ACK signal transmis-
sion power) or PUSCH transmission (TPC command adjusts
the PUSCH transmission power), or are provided through a
channel in the PDCCH carrying TPC commands (TPC chan-
nel) for PUSCH or PUCCH transmissions configured to
occur periodically.

A TPC operation is described as follows based on the TPC
operation used in 3" Generation Partnership Project (3GPP)
Evolved-Universal Terrestrial Radio Access (E-UTRA) Long
Term Evolution (LTE). The PUSCH transmission power
Proscrrfrom a UE in reference sub-frame i is set according to
Equation (1):

Ppysca(t)=min{Pyix10-10g10 Mpyscru(i+

Po_puscatOPL+A (D))} [dBm] (6]

where

P, .4~ 1s the maximum allowed power configured by RRC
and can depend on the UE power amplifier class.

Mprser (1) is the number of (contiguous) PRBs for
PUSCH transmission.

Py pusce controls the mean received SINR at
the Node B and is the sum of a cell-specific component
Po vomamar_pusce and a UE-specific component
Ps vr _puscr Provided by RRC.

PL is the DL path-loss estimate from the serving Node B as
calculated in the UE.

a is a cell-specific parameter provided by RRC with
O=oxl. Fractional TPC is obtained for a<1 as the path-
loss is not fully compensated. For a=0, pure CL. TPC is
provided.

A()=101og, (25 TE5OMED_1) where K 20 is a UE-
specific parameter provided by RRC, TBS(i) is the TB
size, and Ngp()=Mpyscy (1) 'NscRB'NsymbPUSCH(i)

Therefore, TBS(1)/Nzx(i) defines the number of coded
information bits per RE (Spectral Efficiency (SE)). If
K>1,suchas K ,=1.25, A-(i) enables TPC based on the
SE of the PUSCH transmission. TPC based on the SE of
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the PUSCH transmission is useful when the adaptation
of'the PUSCH Modulation and Coding Scheme (MCS)
is slow and tracks only the path-loss. With MCS adap-
tation per PUSCH transmission, PUSCH power varia-
tions depending on SE should be avoided and this is
achieved by setting K =0.

f(1)=f(i-1)+90,;r55(1) is the function accumulating the CL.

TPC command 3, 5-7(1) included in the SA configur-
ing the PUSCH transmission in sub-frame i, or in a TPC
channel in the PDCCH, with f(0) being the first value
after reset of accumulation.

The PUCCH transmission power Py -z from a UE in
reference sub-frame 1 is set according to Equation (2):

Ppyccaliy=min {ParaxPo_puccaPL+h(*)+
Ar_pucce+g(i)} [dBm] @
where
Po_puccm controls the mean received SINR at
the Node B and is the sum of a cell-specific component
Po vomamvar_puccm and a UE-specific component
Po ve puccaprovided by RRC.

h(*) is a function with values depending on whether
HARQ-ACK, SR, or CQI is transmitted.

Ar ppecrisprovided by RRC and its value depends on the

transmitted UCI type.

2(1)=g(i=1)+dppccry (1) 1s the function accumulating the

CL TPC command 8, (1) in the PDCCH TPC chan-
nel or in the SA configuring the PDSCH reception and
g(0) is the value after reset of accumulation.

For the SRS, in order to avoid large power variations within
sub-frame symbols when the UE transmits PUSCH and SRS
in the same sub-frame i, the transmission power P follows
the PUSCH transmission power and is set according to Equa-
tion (3):

Psps(y=min {PrrsxPsrs_ormsert10-10gcMsgs+

Po_puscat@PL)} [dBm] 3

where

Psrs orpser 18 a UE-specific parameter semi-statically

configured by RRC

Mgz is the SRS transmission BW expressed in number of

PRBs.

In order to support data rates higher than data rates possible
in legacy communication systems and further improve the
spectral efficiency, BWs larger than BWs of a Component
Carrier (CC) for legacy systems are needed. These larger
BWs can be achieved through the aggregation of multiple
legacy CCs. For example, a BW of 60 MHz is achieved by
aggregating three 20 MHz CCs. A UE may perform multiple
PUSCH transmissions during the same sub-frame in the
respective UL CCs. FIG. 8 illustrates aggregation of multiple
legacy CCs, where a UE has three PUSCH transmissions,
PUSCH 1 810, PUSCH 2 820 and PUSCH 3 830, in parts of
the BW of three respective UL CCs, UC CC1 840, UC CC2
850, and UL CC3 860, during the same sub-frame.

The TPC operation should therefore be extended to
PUSCH transmissions from a UE in multiple UL CCs during
the same sub-frame. Additionally, as PUSCH and PUCCH
transmissions from a UE in the same sub-frame and in the
same or different UL CCs are also supported, the TPC opera-
tion should also include the combined operation for the
PUSCH TPC and the PUCCH TPC. As a UE may also have
multiple PUCCH transmissions in the same sub-frame and in
the same or different UL CCs, the PUCCH TPC operation
should also include support for multiple PUCCH transmis-
sions. As a UE may have multiple transmitter antennas, the
TPC operation should support the signal transmission from
multiple antennas.
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Therefore, there is a need to define the PUSCH TPC opera-
tion for multiple PUSCH transmissions from a UE in the same
sub-frame in the same UL CC and in multiple UL CCs. There
is also a need to define the PUCCH TPC operation for mul-
tiple PUCCH transmissions, of the same or different UCI
signals, from a UE in the same sub-frame in the same UL CC
and in multiple UL CCs. There is also a need to define the TPC
operation for multiple UE transmitter antennas. There is also
a need to define the combined PUSCH and PUCCH TPC
operation for multiple PUSCH transmissions and PUCCH
transmissions from a UE in the same sub-frame in the same
UL CC and in multiple UL CCs.

SUMMARY OF THE INVENTION

Accordingly, the present invention has been designed to
solve at least the aforementioned limitations in the prior art.
The present invention also provides methods and apparatuses
for the TPC application to simultaneous PUSCH transmis-
sions in multiple CCs, to simultaneous transmissions of dif-
ferent UCI types, to simultaneous PUSCH and PUCCH trans-
missions, and to signal transmissions from multiple UE
transmitter antennas having respectively multiple power
amplifiers.

In accordance with an aspect of the present invention, there
is provided a method for wireless communication by a UE,
comprising determining a first power for transmitting both
first data and control information on a first PUSCH, deter-
mining a second power for transmitting second data on a
second PUSCH, reducing the second power if a sum of the
determined first power and the determined second power
exceeds a predetermined value, and transmitting the first data
and the control information on the first PUSCH using the
determined first power, and transmitting the second data on
the second PUSCH using the reduced second power.

In accordance with another aspect of the present invention,
there is provided an apparatus for wireless communication in
a UE, comprising a controller adapted to determine a first
power for transmitting both first data and control information
on a first PUSCH, to determine a second power for transmit-
ting second data on a second PUSCH, and to reduce the
second power if a sum of the determined first power and the
determined second power exceeds a predetermined value, and
atransmitter adapted to transmit the first data and the control
information on the first PUSCH using the determined first
power, and to transmit the second data on the second PUSCH
using the reduced second power.

In accordance with another aspect of the present invention,
there is provided a method for wireless communication by a
base station (BS), comprising configuring, to a UE, a first
PUSCH conveying both first data and control information and
asecond PUSCH conveying second data, transmitting param-
eters required for transmission power control of the first and
second PUSCHs, and receiving the first data and the control
information on the first PUSCH and the second data on the
second PUSCH, wherein the second power is reduced ifa sum
of a first power determined for transmitting the first PUSCH
by the UE and a second power determined for transmitting the
second PUSCH by the UE exceeds a predetermined value,
and wherein the first PUSCH is transmitted with the first
power and the second PUSCH is transmitted with the reduced
second power.

In accordance with another aspect of the present invention,
there is provided an apparatus for wireless communication in
a BS, comprising a controller adapted to configure, to a UE, a
first PUSCH conveying both first data and control informa-
tion and a second PUSCH conveying second data, a transmit-
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ter adapted to transmit parameters required for transmission
power control of the first and second PUSCHs, and a receiver
adapted to receive the first data and the control information on
the first PUSCH and the second data on the second PUSCH,
wherein the second power is reduced if a sum of a first power
determined for transmitting the first PUSCH by the

UE and a second power determined for transmitting the
second PUSCH by the UE exceeds a predetermined value,
and wherein the first PUSCH is transmitted with the first
power and the second PUSCH is transmitted with the reduced
second power.

BRIEF DESCRIPTION OF THE DRAWINGS

The above and other aspects, features, and advantages of
the present invention will be more apparent from the follow-
ing detailed description taken in conjunction with the accom-
panying drawings, in which:

FIG. 1 is a diagram illustrating a UL sub-frame structure
for PUSCH transmissions in the UL of the communication
system,

FIG. 2 is a block diagram illustrating a DFT-S-OFDM
transmitter;

FIG. 3 is a block diagram illustrating a DFT-S-OFDM
receiver;,

FIG. 4 is a block diagram illustrating a slot structure for
HARQ-ACK signal transmission in the PUCCH;

FIG. 5 is a block diagram illustrating a slot structure CQI
signal transmission in the PUCCH;

FIG. 6 is ablock diagram illustrating a transmitter structure
for a CAZAC-based sequence;

FIG. 7 is a block diagram illustrating a receiver structure
for a CAZAC-based sequence;

FIG. 8 is a block diagram illustrating UL carrier aggrega-
tion;

FIG. 9 is a flow diagram illustrating a first method for
power allocation to PUSCH transmissions in multiple UL
CCs under a limit for the total maximum transmission power
according to an embodiment of the present invention;

FIG. 10 is a flow diagram illustrating a second method for
power allocation to PUSCH transmissions in multiple UL
CCs under a limit for the total maximum transmission power
according to an embodiment of the present invention;

FIG. 11 is a flow diagram illustrating a method for power
allocation to simultaneous PUSCH and PUCCH transmis-
sions or to PUSCH transmissions depending on whether the
transmissions include UCI under a limit for the total maxi-
mum transmission power according to an embodiment of the
present invention;

FIG. 12 is a flow diagram illustrating the power allocation
to different UCI types under a limit for the total maximum
transmission power according to an embodiment of the
present invention;

FIG. 13 is a block diagram illustrating an application of
transmission power control for multiple UE transmitter
antennas with respective multiple power amplifiers according
to an embodiment of the present invention; and

FIG. 14 is a block diagram illustrating an application of
different closed loop transmission power control commands
for each UE transmitter antenna having its own power ampli-
fier.

DETAILED DESCRIPTION OF EMBODIMENTS

Hereinafter, various embodiments of the present invention
will be described with reference to the accompanying draw-
ings. A detailed description of known functions and configu-
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rations incorporated herein will be omitted when it may
obscure the subject matter of the present invention.

Although the present invention is described in relation to
an Orthogonal Frequency Division Multiple Access
(OFDMA) communication system, the present invention may
also be applied to all Frequency Division Multiplexing
(FDM) systems generally, including Single-Carrier Fre-
quency Division Multiple Access (SC-FDMA), OFDM,
FDMA, Discrete Fourier Transform (DFT)-spread OFDM,
DFT-spread OFDMA, SC-OFDMA, and SC-OFDM.

A first aspect of the invention considers a PUSCH TPC
operation for multiple PUSCH transmissions from a UE in a
sub-frame in the same UL CC and in multiple UL CCs.
According to an embodiment of the present invention, the
TPC formula for the PUSCH transmission power in a single
CC and over contiguous PRBs also applies, per UL CC, for
PUSCH transmission in multiple UL CCs and over contigu-
ous or non-contiguous PRBs. Then, the PUSCH transmission
power Py sz (1 k) from a UE in sub-frame i and UL CCKk,
k=1,...,K,issetas

Ppysca(i.k)y=min{Pyrx10-10g10Mpyscrli.k)+
Po_puscatbyralk)y PLI)+A (i k)+fE5)} [dBm]

subject to

Q)

K
Z Ppyscr (i, k) < Pyax
=1

where

Mprrser(1.k) is the number of, contiguous or non-contigu-
ous, PRBs for PUSCH transmission in UL CC k.

Py pusce(k) controls the mean received SINR at
the Node B and is the sum of a cell-specific component
Po vomamar_rusce(k) and a UE-specific component
Py v puscr(k), which are provided to the UE by
RRC.

a(k) is a cell-specific parameter provided by RRC for UL
CC k with O=a(k)=1.

PL(k) is the DL path-loss estimate from the serving Node
B as calculated at the UE and applied to UL CC k.

A (1K)=10-log, (5P TESEDMNE 1) _1)  where K,
(k) is a parameter provided by RRC in UL CC k
TBS(, k) is the TB size, and Ngz(1,K)=Mpcczr
AON, PN, P ().

T (1,k)=1(i-1,k)+0 p;sx(1, k) is the function accumulating
the CL TPC command 8, ,5(i.k) during sub-frame i
with (0,k) being the first value after reset of accumula-
tion. If the PUSCH transmission in UL CC k is config-
ured through a SA, the CL. TPC command 8,571, k)
is included in that SA. Otherwise, a TPC channel in the
PDCCH informs the UE of the CL TPC command
puiscr(iK)-

While the TPC formula in Equation (4) is a generalization
of the TPC formula for PUSCH transmission in a single UL
CC in Equation (1), Equation (4) raises several issues includ-
ing:

a) whether to define UL CC specific parameters,

b) how the UE performs UL CC specific DL path-loss
measurements and accumulation of CL TPC commands,
and

¢) how to allocate the power for PUSCH transmissions in
multiple UL CCs in case P,,, is reached before the
PUSCH transmission in each UL CC is allocated its
target power.
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Regarding the definition of UL CC specific parameters,
direct extension of all parameters to CC-specific values or the
following restrictions may be considered:

Po_rusca(k): The cell-specific component
Py wonawar._pusce(k) may be common to all UL CCs
while the UE-specific component Py, 17z pyscr(k) may
be different for each UL CC.

a(k) is a cell-specific parameter provided by RRC for each
UL CCk.

K. (k) in A(i, k) may be common to all UL CCs a UE is
configured since either adaptive MCS selection applies
to all UL CCs (K,=0) or to none of them (for example,
K=1.25).

Regarding the UL CC specific DL path-loss measurements
and accumulation of the CLL TPC commands at the UE, the
following restrictions may be considered:

PL(k): Path-loss measurements on each UL CC are not

needed for BW contiguous UL CCs but are needed for
BW non-contiguous UL CCs. Since it is desirable for the
UE functionality to not differentiate between the cases
of BW contiguous and BW non-contiguous UL CCs,
path-loss measurements on multiple UL CCs are sup-
ported. Moreover, each UE can be configured an UL CC
which is linked to a DL. CC where the UE performs the
path-loss measurement. The UE uses that UL CC to
report the path-loss measurement. The Node B informs
each UE through RRC whether additional path-loss
measurements need to be performed for the remaining
UL CCs a UE is configured, which are linked to respec-
tive DL CCs. The Node B may also inform the UEs of the
path-loss measurement reporting rate.

f(i,k): Accumulation of CL. TPC commands each UL CC k
is always performed in the same manner as PUSCH
transmission in a single UL, CC. However, in case of
PUSCH transmissions in multiple UL CCs or in case of
concurrent PUCCH transmissions, P,,,, may be
reached before each channel is allocated its nominal
transmission power. Then, as it is subsequently dis-
cussed, the transmission power of the various channels
is reduced. This reduction may lead to the suspension of
PUSCH transmission in an UL CC. In such case, CL
TPC commands are always accumulated in each respec-
tive UL CC even when a respective PUSCH transmis-
sion is suspended.

Regarding the PUSCH transmission power allocation
among multiple UL CCs when P, is reached before the
PUSCH transmission in each UL CC is allocated its nominal
power according Equation (4), one option is to reduce the
PUSCH transmission power in each UL CC by the same
amount so that the total transmission power does not exceed
P, .- However, this reduction option effectively penalizes
PUSCH transmissions of higher Spectral Efficiency (SE)
more than this reduction option penalizes PUSCH transmis-
sions with lower SE, and therefore, this option is detrimental.
Additionally, this reduction option may lead to the suspension
of PUSCH transmissions having a low nominal power.

Embodiments according to the present invention consider
that the same amount of power reduction is applied only to
PUSCH transmissions in non-contiguous BWs in the same
UL CC, which are assumed to have the same SE (or MCS).
PUSCH transmissions in different UL CCs are allowed to
have different SEs (or MCSs) and two approaches are subse-
quently described herein for adjusting the transmission power
when the total UE transmission power exceeds P,,, . The
same principle applies in each of the two approaches. For
some PUSCH transmissions, it is possible to avoid any power
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reduction while, for the remaining PUSCH transmissions, the
adjusted power is proportional to the SINR or to the nominal
transmission power.

The first approach considers that the amount of allocated
power is proportional to the SINR of the PUSCH transmis-
sion. The SE in UL CC k can be expressed as the ratio
TBS(1,k)/Ng(i,k) providing the number of coded informa-
tion bits per RE. Then, the Shannon capacity formula is
applied according to Equation (5),

TBS(, k)
Nge(i, k)

=log, (1 + SINR(i, k)| f

Pryscu(i, k)
T+ NG k) ]/ f

®

SE(, k) =

= logz(l +

where fis anormalizing factor such as K and (I+N)(i, k) is the
sum of interference and noise power in UL CC k. Therefore,

TES(GA)
SINRG, k) = 2VReCH _ 1 or,

by approximation,

TES(GA)
SINR(, k) ~ 2NREGA)

as the SINR for UEs scheduled PUSCH transmissions in
multiple UL CCs is typically sufficiently larger than 1 (in the
linear domain). When the nominal PUSCH transmission
power according to Equation (4) cannot be allocated in any
respective UL CC, in order to obtain a proportional reduction
to the SINR, the PUSCH transmission power in UL CC k is
derived according to Equation (6):

©

djust .-
Poiisentis k) =

TESG) N TBSG)
min| Ppyscy (6 k), Pagax - | 2VREGO / E 2NREGK)

k=1 ]]

A procedure for allocating the power to PUSCH transmis-
sions in multiple UL, CCs, when the total nominal transmis-
sion power exceeds P, ,, includes the following steps:

a) Determine the UL CCs, if any, for which

) K ) O]
TBSGA) TBSGH),
Ppusci (i, k) < Pyax - [ 2VREGE / E 2NREGK)

k=1

and create a set J with the respective indexes, J={1, .. .,
Jo}- In these UL CCs, the PUSCH transmission power
remains unchanged and is as described in Equation (4).

b) For the remaining UL CCs, k&{1, . . . , K}, k€], the
PUSCH transmission power is determined according to
Equation (8):
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®

diust . .
Prisen (i, k) = min| Ppyscy (i, £,

% TESG) Y TBSG)
Puax —ZPPUSCH(ia |- |2NrEE / E 2NREGR |
=

k=1
keJ

The preceding procedure ensures, that in an UL CC where
the nominal PUSCH transmission power is lower than the
respective transmission power in Equation (6), the nominal
PUSCH transmission power is applied according Equation
(4) and the sum of nominal PUSCH transmission powers is
subtracted from P,  prior to adjusting the power of PUSCH
transmissions in the remaining UL CCs.

Moreover, the above procedure may be implemented in an
iterative fashion, wherein the second step b) is further divided
into 2 sub-steps, where in the first sub-step the UL CCs for
which Pppeen™?“(1,k)=P,ysca(ik) are identified, if any,
another set J'={1, .. ., J,'} with the respective indexes is
created. In the second sub-step, Equation (8) is further refined
as Equation (9):

)

idjist .
Prlscn(is k) =

Jo 5
min| Ppysc (i, k), | Pyax —Z Ppyscu (i, /)= Z Ppyscu (i, i) |-
= e

TBSGA)
2 NreGh ! ]

B
A NRE®R) f/ §
k=1

ked !

The procedure can continue from the second sub-step in the
same iterative manner with two more sub-sub-steps. How-
ever, the mechanisms of the first approach are evident from
the preceding description and further details are omitted for
clarity and conciseness.

An application for the first approach is described as fol-
lows. A reference UE is assumed to have P,,,,=10, PUSCH
transmissions in K=3 CCs in sub-frame i, and nominal trans-
mission powers Pp o (1,1)=2, Pprrorr(1,2)=3, and Pppscpr
(1,3)=7. The values for

TBS(i k)

TBSGL)
k=1,2,3 are 2NreGDY =

TBSGY)
2NREGDY =2 and

5,

TBS(i,3)

oVretaf _ 3,

3
Since Z Pruscr (i, k) = 12> 10 = Pyax,
k=1

the UE applies the previous procedure for the PUSCH trans-
mission power allocation in each CC. From the first step a),
the condition in Equation (7) applies only when k=1 and the
nominal PUSCH transmission power Pp,ocq(1,1)=2 is
assigned. Therefore, the set J contains k=1. From the second
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step b), based on Equation (8), the PUSCH trans-
mission power assigned for k=2,3 is respectively P, oz ¥
(1,2)73=Ppsen(i,2) and Pppoe Y*"(1,3)=24/5=4.8. The
total allocated power is 9.8, which is less than P,,,,=10. The
total allocated power is less than P, ., because the nominal
PUSCH transmission power Popccr@(1,2)=Pprpscer

(1,2)=3 is allocated instead of

TB5G.2) - 23 Esen s
(Puax — Ppuscu(i, 1))-| 2VREGD / 2T = 1605 =32

k=2

which would have made the total allocated power equal to
Py AS Poyser P (1.3)<Ppysep(i3) and Poysey (L1)+
Proscer (52)+P ppscr¥(1,3)<P, 115, it would be desirable
to further increase P, " ¥““(i,3). This further increase is
achieved by the iterative part of the procedure where the set I*
contains k=2. Then, Equation (9) provides P, s
(i,3)=5 (instead of P, 5" (1,3)=4.8 if no iterations were
applied). Nevertheless, as previously mentioned, if a simpli-
fied PUSCH power allocation process is desired, the iterative
steps of the procedure may be omitted.

A PUSCH power allocation using the first approach
according to an embodiment of the present invention is illus-
trated in FIG. 9. Referring to FIG. 9, the UE first determines
the nominal PUSCH transmission power P ,,s~(i, k) in each
of'the UL CCs where the UE has PUSCH transmission in step
910. Subsequently, the UE determines whether the aggregate
ofthe nominal PUSCH transmission powers is less than P,
in step 920. If the aggregate is less than P, is, the PUSCH
transmission in an UL CC uses the respective nominal trans-
mission power in step 930. If the aggregate of the nominal
PUSCH transmission powers is at least equal to P, +, the UE
determines the PUSCH transmissions with

TS e TS
Prusch (i, k) < Puyax -[2VREGR /E 2NREGDT ()

k=1

creates a set J with the respective UL CC indexes, and trans-
mits PUSCH in those UL CCs using the nominal transmission
power in step 940. Finally, the UE subtracts the aggregate
power of the PUSCH transmissions corresponding to step
940 from P,,,, and computes the PUSCH transmission
power in the remaining UL CCs according to

diust . .
Prisen s k) = min) Ppyscy (i, k),

TBS(i.k)

5 TBSGH) ZK TBSGh)
Puax _Z Prusci(is J)|-[2VrEGH / 2t

s k=1
ked

in step 950. The description can be extended in a straightfor-
ward manner to include the iterative step but a detailed
description thereof is omitted for clarity and conciseness.
The second approach provides implementation simplicity
and similar characteristics as the first approach in the linear
range of the Shannon capacity curve and considers that the
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PUSCH transmission power is proportionally reduced rela-
tive to a nominal value according to Equation (10)

) K (10)
Pl (i, k) = Puay '[PPUSCH(Z', k)/z Ppysch (i, k)]
=1

The procedure to allocate the power to PUSCH transmis-
sions in multiple UL CCs in case the total nominal transmis-
sion power exceeds P,,, . considers the following steps:

¢) Determine the UL CCs, if any, for which

K (1D
Ppyscr(i, k) < Puax '[PPUSCH(Z', k)/z Pruscri, k)]
=1

and create a set J with the respective indexes, J={1, .. .,
Jo}- Inthese UL CCs, the nominal PUSCH transmission
power is applied as described in Equation (4).

d) For the remaining UL CCs k&{1, . . . , K}, k&J, the
PUSCH transmission power is determined according to
Equation (12):

» (12)
Prisen (i, k) = min| Ppyscy (i, £,

Jo K
[PMAX - Z Prysch i, j)]'[PPUSCH(i, k)/z Ppyscr (i, k)]]
J=1 k=1

keJ

Similar to the first approach, the preceding procedure
ensures that in UL CCs where the nominal PUSCH transmis-
sion power is less than the respective one in Equation (10), the
nominal PUSCH transmission power is applied according to
Equation (4) and the sum of nominal PUSCH transmission
powers is subtracted from P,,,. before adjusting each
PUSCH transmission power in the remaining UL, CCs. More-
over, the preceding procedure may be implemented in an
iterative fashion, wherein the second step d) is further divided
into 2 sub-steps, wherein in the first sub-step of step d), the
UL CCs for which Py ers™@“(1,K)=P ppscr(i-K) are identi-
fied, if any, another set I'={1, . . ., J,'} with the respective
indexes is created, and in the second sub-step of step d)
Equation (12) is further refined as Equation (13):

Pl k) = 13

Jo 7§
min Ppyscy (i, k), [PMAX - Z Ppyscui, J) - Z Ppyscu (i, ji)|-
J=1 J1=1

K
[PPUSCH(ia k)/ Z Ppysc (i, k)]
=

ked g1

and continue from the second sub-step in the same iterative
manner with two additional sub-sub-steps. Nevertheless, for
the first approach, the mechanisms of the second approach are
evident from the described procedure and further details are
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omitted for brevity. Additionally, for both the first approach
and the second approach, the first step of the power allocation
may be avoided in order to simplify the respective procedure
(equivalent to the case that the set J is empty).

A PUSCH power allocation using the second approach
according to an embodiment of the present invention is illus-
trated in FIG. 10. Referring to FIG. 10, the UE first deter-
mines the nominal PUSCH transmission power Py gz(1,k)
in each respective UL CC in step 1010. Subsequently, the UE
determines whether the aggregate of the nominal PUSCH
transmission powers is less than P, in step 1020. If the
aggregate is less than P, +, the UE transmits its PUSCH in
the respective UL CC using the respective nominal transmis-
sion power in step 1030. If the aggregate of the nominal
PUSCH transmission powers is at least equal to P, ., , the UE
determines the PUSCH transmissions such that

K
Ppyscr (i, k) < Pyax '[PPUSCH(ia k)/z Ppyscu (i, k)],
=

creates a set J with the respective UL CCs indexes, and
transmits PUSCH in those UL CCs using the nominal trans-
mission power in step 1040. Finally, the UE subtracts the
aggregate power of the PUSCH transmissions of step 1040
from P, - and computes the PUSCH transmission power in
the remaining UL CCs as

Prdsst (i, k) = min| Pruscn (i, k),

Jo K
Puax _ZPPUSCH(ia j)]'[PPUSCH(i, k)/z Ppyscu (i, ©) ||,
= =

ked

in step 1050. Similar to the first approach, the second
approach can also be extended in a straightforward manner to
include the iterative step. However, a detailed description
thereof is omitted for clarity and conciseness. Moreover,
detailed description of the iterative step regarding the first
approach can be used to show the applicability of the proce-
dure in an iterative fashion according to the second approach.

A method according to an embodiment of the present
invention also consider that instead of SINRs or nominal
transmission powers, the SEs (or the MCSs) can be used as
metrics for determining PUSCH transmission power adjust-
ments. Using the SEs of the PUSCH transmissions in UL CCs
k&{1, .. ., K} during sub-frame i as metrics, the PUSCH
transmission power in UL CC k can be determined as

K
PRI ) = Puax -[SE(i, o[y ek
k=1

Using the MCSs of the PUSCH transmissions in UL CCs
k&{1, .. ., K} during sub-frame i as metrics, the PUSCH
transmission power in UL CC k can be determined as
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Pzdjuxr : _ . : a :
puscr (s k) = Puyax -| MCS(, k) ZMCS(z, 1318
sy

The two previously described approaches for the PUSCH
power allocation when P, - is reached assume that none of
the PUSCH transmissions contains UCI and that the UE does
not have any PUCCH transmissions. When neither of these
assumptions holds, a method according to an embodiment of
the present invention considers the following modifications to
the PUSCH transmission power allocation:

e) The nominal power is used for any PUSCH transmission
containing UCI and it is included in the set J. The pro-
cedure to determine the power of the remaining PUSCH
transmissions remains as previously described. If mul-
tiple PUSCH transmissions from a UE contain UCI and
their combined transmission power exceeds P,,,s.
PUSCH transmissions with HARQ-ACK are prioritized
over ones with other UCI types as it is subsequently
described.

) If the UE also has PUCCH transmissions in the same
sub-frame, the nominal power of the PUCCH transmis-
sions is used and included in the set J. The procedure to
determine the power of the remaining PUSCH transmis-
sions is the same as the previously described procedure.

Modifications to the PUSCH transmission power alloca-
tion according to an embodiment of the present invention are
illustrated in FIG. 11. Referring to FIG. 11, the UE first
allocates power to its PUCCH transmissions, if any, over all
respective UL, CCs including potential multiple PUCCH
transmissions in the same UL CC, and to its PUSCH trans-
missions including UCI, if any. The same UCI is not trans-
mitted in both the PUCCH and the PUSCH in sub-frame i.
The total power allocated to C PUCCH transmissions is set
according to

c
. .
Plicen = § Pryccnlis ¢)

c=1

and the total power allocated to U PUSCH transmissions with
UCT is set according to

U
t,U .
Piiscy = Z Ppyscr (i, u)

u=1

in step 1110. Subsequently, the UE subtracts these total allo-
cated powers from P, ., and uses P, . "=P,, .~
Popecr”~Pouscr " instead of P, , to allocate power in
the remaining PUSCH transmissions, if any, in step 1120.
The PUSCH transmissions can be ranked in consideration
of the presence of UCI, and the ranking can also extend in
general to the UL CCs of the PUSCH transmission. For
example, a UE can be configured by the Node B the UL CCs
k&{1, ..., K} inorder of significance, thereby ranking the UL
CCs and having a primary UL CC, a secondary UL CC, etc.,
or this ranking can be in order of SINR, SE, MCI, or UCI type.
For simplicity, the value of k now refers to the ranking of the
UL CC for a particular UE, but not to the actual physical
ordering of'an UL CC with respect to the other UL CCs. Then,
the PUSCH transmission power adjustment procedure starts
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from the I CC with the lowest rank and determines the
respective adjustment to the PUSCH transmission power as

k-1
diust .
Prisen(is K) = Puax — Z Ppyscu (i, k).
=

If Popses” (4, K) is not negative, the PUSCH power
adjustment process terminates and the PUSCH in each
remaining UL CCk&{1, . .., K~1} is allocated the respective
nominal transmission power. If P o Y “(1,K) is negative,
PUSCH transmission in UL CC K is suspended and the
PUSCH transmission power adjustment process continues to
UL CC K-1. Then, P, o ¥, K-1) is determined

according to

K-2

Pl K = 1) = Puax — Z Ppysch(i, k).
=1

Similarly, if P sesY“(i, K—1) is not negative, the PUSCH
transmission power adjustment process terminates and the
PUSCH in each of the remaining UL CCs k&{1, ..., K-2} is
allocated the respective nominal transmission power. If
Popscsa (1, K-1) is negative, PUSCH transmission in UL
CC K-1 is also suspended and the PUSCH transmission
power adjustment process continues to UL CC K-2 in the
same manner. In general, the PUSCH power adjustment pro-
cess terminates at UL CC k,>1 with

k-1

PAbeet(i, ki) = Paax — Z Ppyscu(i, k) = 0
=1

where k; is the largest UL CC index satisfying the previous
condition and, if k; <K, the PUSCH transmission in UL CCs
ke{k,+1, . .., K} is suspended. If k,=1, the PUSCH trans-
mission occurs only in the primary CC with P, ccp ¥

(1,1)=P,,,+ and it is suspended in all other UL CCs.

The TPC formula for the PUCCH transmission power from
a UE in a single CC and over contiguous PRBs also applies,
per UL CC, for PUCCH transmission in multiple UL CCs and
over contiguous or non-contiguous PRBs. Then, the PUCCH
transmission power Pppccz(1,k) from a UE in sub-frame i
and UL CC k is set according to Equation (14):

Ppyccai )mmin{ Py xPo_pucca(+PLEVA()+

Ar_puccug(ik)} [dBm] 14

subject to

K
Z Ppyccn(i, k) < Pyax
=1

where

Py puccn (k) controls the mean received SINR at
the Node B and is the sum of a cell-specific component
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Po vonmamvar_puccs (k) and a UE-specific component
Py vr pucen&) whichare provided to the UE by RRC.

g(i.k)=g(-1, K)xd (1K) is a function accumulating
the CL TPC command 8 5, z{i,k) in the PDCCH TPC
channel or in the SA configuring the PDSCH reception
for UL CC k in sub-frame i.

The parameters h(*) and Az .,z are the same as for a
single PUCCH transmission in a single UL, CC, while
PL(k) is defined for the PUSCH transmission in UL CC
k.

While the TPC formula in Equation (10) is a generalization

of the TPC formula for a single PUCCH transmission in a

djust .
Pricen_sr() =

single UL CC in Equation (2), the same issues as the issues for
PUSCH transmissions in multiple UL CCs are raised includ-
ing:

a) whether to define UL CC specific parameters,

b) how the UE performs UL CC specific DL path-loss
measurements and accumulation of CL TPC commands,
and

¢) how allocate PUCCH transmission power in multiple
UL CCs in case P, is reached before the PUCCH
transmission in each UL CC is allocated its target trans-
mission power.

Regarding the definition of UL CC specific parameters,
direct extension of all parameters to CC-specific values or the
following restrictions may be considered:

Py pocerr  &):  The  cell-specific  component
Po vonamar._puccs(k) may be common for all UL CCs
while the UE-specific component Py, .z puccn(k)
may be different for each UL CC.

Regarding the path-loss measurements and the accumula-
tion of CL. TPC commands at the UE, the following may be
considered:

PL(k): The aspects for DL path-loss measurements are the
same as corresponding aspects for the PUSCH TPC
operation.

g(i.k): Accumulation of CL. TPC commands in each UL CC

k is performed in the same manner as for PUCCH transmis-
sion in a single UL CC. However, in case of PUCCH trans-
missions in multiple UL CCs, P,,, - may be reached before
each channel is allocated its nominal transmission power. As
it is later discussed, this may result to the suspension of a
PUCCH transmission. The invention considers that the CL
TPC commands for a respective PUCCH transmission are
always accumulated in the respective UL CC even when the
transmission is suspended.

Regarding the PUCCH transmission power allocation
among multiple UCI signals when P, ., +-is reached before the
nominal PUCCH transmission is allocated in each UCI sig-
nal, the invention considers the following principles:

Transmission power for HARQ-ACK signaling is unat-
fected and is allocated first.

If there are multiple HARQ-ACK channels and P, is
reached, a proportional decrease in the nominal trans-
mission power is applied as the proportional decrease
was previously described according to the second
approach for the PUSCH transmission power alloca-
tion.

15,665 B2
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Transmission power for SR signaling is allocated next. SR
transmission is always used in the resources of a single
UL CC configured to the UE through RRC signaling. If
P, ..~ 1s reached before the SR signaling is allocated its
nominal transmission power, two options exist:

Drop the SR transmission (by default if the power for
HARQ-ACK signaling is P, +).
Transmit the SR with reduced power.

As a false positive SR is less detrimental for the overall
system operation than a missed/dropped SR, the inven-
tion considers the second option. Therefore, the SR
transmission power Pppccrr sx*7“() in sub-frame i in
the configured UL CC is given by Equation (15)

rni'{PPUCCHSR(i)a [ ]]

20 wherePpyccp sg(i)is the nominal, unadjusted, SR transmis-
sion power, Pryccm acxmax(i J) 1s the HARQ-ACK trans-
mission power in UL CCj and J7, 2 4cx 15 the total number
of UL CCs having HARQ-ACK transmission. When the
HARQ-ACK and SR transmissions can be multiplexed in the
same channel, as in 3GPP E-UTRA LTE, separate consider-
ation of SR and HARQ-ACK transmissions is not needed.

Transmission power for CQI signaling is allocated next. If
P, ,.~1s reached before the CQI signaling is allocated its
nominal transmission power, two options exist:

Drop the CQI transmission (which is a default if the
power for HARQ-ACK and/or SR signaling is P, ).
Transmit CQI with reduced power.

The first option is less detrimental as it is preferable for the
UE to conserve power and for the Node B to be informed
that a CQI report has been missed/dropped (for example,
through detection ofthe CQI transmission absence) than
to receive an incorrect CQI report or to ignore the CQI
report. The second option may be preferable when the
PUCCH CQI transmission is performed over multiple
sub-frames and/or has Cyclic Redundancy Check
(CRC) protection. Then, the CQI transmission power

Prvcen col @ (ik) in sub-frame i and UL CC k is
given according to Equation (16):

JACKINAK (15)

Puyax - Z PPUCCH,HARQ—ACK(Z.’ )
=1

25
30
35
40

45

] (16)
P;’ij/ucxéltcgl(i, k)= rni'{PPUCCHCQI(ia k),

[PMAX -

where Prpecrr ool K) is the nominal CQI transmission
power. In case of CQI transmissions in multiple UL CCs
during sub-frame i, if the total power remaining after the
power allocation to HARQ-ACK and/or SR transmis-
sion is not sufficient to provide the nominal CQI trans-
mission power in each UL CC, the power allocation
follows the same principles as in either of the two
approaches for the PUSCH power allocation.

The above principles also apply when UCI is included in
the PUSCH. In general, power is allocated with highest pri-
65 ority to a channel with HARQ-ACK signaling, followed by
SR signaling, while power for CQI signaling is allocated with
the lowest priority.

50
JACKINAK

il jist . .o
Poiicen se(D) — Prucen_ackinax (s J)]]

J=1

55

60
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A prioritization of power allocation according to an
embodiment of the present invention is illustrated in FIG. 12.
Referring to FIG. 12, the existence of HARQ-ACK informa-
tion for transmission in the reference sub-frame is first deter-
mined in step 1210. If there is HARQ-ACK information for
transmission either in the PUSCH or in the PUCCH, the
respective power is first allocated in step 1212. No reduction
in the transmission power is applied unless P, - is reached,
in which case the transmission power of each channel, if more
than one, is proportionally reduced as previously described.
The allocated power is subtracted from P, to obtain a
remaining power P, /" and, for the subsequent operation
of the power allocation procedure, P, ;" is set to P, +, in
step 1214. If P, ., >0, or if there is no HARQ-ACK transmis-
sion, the power allocation process continues to step 1216;
otherwise, the power allocation process ends in step 1218 and
no additional channels are transmitted by the reference UE.

The existence of SR information in the reference sub-
frame is subsequently determined in step 1220. If there is SR
information for transmission either in the PUSCH or in the
PUCCH, the respective power is allocated in step 1222. No
reduction in the transmission power is applied unless P, ., ;- is
reached (in the method according to FIG. 12 it is assumed that
SR is transmitted only through one PUCCH or ina PUSCH as
part of data information). The allocated power is subtracted
from P,,, . to obtain a remaining power P, /" and, for the
subsequent operation of the power allocation procedure,
Py " is setto Py, in step 1224. It P, ,, >0, or if there is
no SR transmission, the power allocation process continues in
step 1226; otherwise, the power allocation process ends and
no additional channels are transmitted by the reference UE in
step 1228.

PEES (6 K) = mi

The existence of CQI for transmission in the reference
sub-frame is subsequently determined in step 1230. If there is
CQI for transmission either in the PUSCH or in the PUCCH,
the respective power is allocated in step 1232. No reduction in
the transmission power is applied unless P, ., ,-is reached. Ifit
is determined that power reduction is needed in step 1234, the
UE determines whether the CQI transmission is CRC pro-
tected in step 1236. If the CQI transmission is not CRC
protected, the CQI transmission in the PUCCH is dropped in
step 1238. If there is CRC protection, or if the CQI transmis-
sion is in the PUSCH, the allocated power is subtracted from
P, .5 t0 obtain a remaining power P, /" and, for the sub-
sequent operation of the power allocation procedure, P, "
is set to P, ,, - in step 1240. If P,,, >0 or if there is no CQI
transmission, the power allocation process continues in step
1242; otherwise, the power allocation process ends and no
additional channels are transmitted by the reference UE in
step 1244.

The TPC formula for the power of the SRS transmission
from a UE in a single CC can also be applied, per UL CC, for
SRS transmission in multiple UL CCs. Then, the SRS trans-
mission power P, (i, k) from a UE in sub-frame iand UL CC
k is set according to Equation (17)

Pgs(t:k)=min{Py1,xPsgs_orpserf)+10-logo

Msgs(E)+Po_puscalk)+alk)-PLE)+fi5)} [dBm] 17

Jo K
Psgs (i, k), [PMAX - Z Psgs(i, j)]'[MSRS(k)/Z Msps (k)
J=1 k=1
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subject to

K
Z Psgs (i, k) < Puax
=1

where
Pszs orrser(k) controls the mean received SINR at the
Node B and is provided to the UE by RRC signaling.
Mz s(k) is the SRS transmission BW, in PRBs, in UL CC
k

The remaining parameters are as defined for PUSCH trans-
mission in UL CC k.

The TPC formula in Equation (17) is a generalization of the
formula in Equation (3). However, even though Pszxs oprpser
is a UE-specific parameter, Pops oppszr may be separately
configured in each UL CC, since the Power Spectral Density
(PSD) of the SRS transmission tracks the PSD of the PUSCH
transmission. Also, the parameter P, py sz (k) can be con-
figured in each UL CC and the SRS transmission BW, as
defined by a number of PRBs, can differ among UL CCs (for
example, the PUCCH size or SRS multiplexing capacity may
differ among UL CCs or the UL CCs may have different BW)
and the value of M (k) can depend on the UL CC k.

Regarding the SRS transmission power allocation in mul-
tiple UL CCs when P, is reached before the nominal SRS
transmission power is allocated in each UL CC, the same
approaches as the approaches described for the PUSCH trans-
mission can be followed, such that, for the first approach,
Mgz (k) replaces SE(i,k) and Equation (8) is modified as
Equation (18):

(18)

>

keJ

while Equation (12) applies as is with P, s replacing Py sz

The TPC operation can be extended to multiple UE trans-
mitter antennas wherein each antenna, m&{1, ..., M}, has its
own Power Amplifier (PA). Since the extensions of the TPC
operation for the PUCCH and SRS are straightforward, for
clarity and conciseness, the TPC extension operation for only
for the PUSCH is described as follows.

Each UE transmitter antenna may have a different class of
PA and therefore P, ,, . may depend on the UE antenna. Fur-
thermore, due to its position, each antenna may experience a
different path loss, and therefore a respective measurement is
required for each antenna. The remaining parameters in the
TPC formula are the same for all antennas. For UE transmitter
antenna m, the TPC formula for the PUSCH transmission
power in Equation (4) is modified as Equation (19):

Ppysca ik m)=min{Pyzx(m),10-l0g; Mpyscri,F)+
Po_pusculk)+ak)-P. L(kxm)"'AZF(i:k)"'f(i:k)}

[dBm] (19)

where
P, x(m) is the maximum transmission power from UE
transmitter antenna m.
PL(k,m) is the DL path-loss estimate as calculated in the
UE using antenna m.
The same value for a(k) is assumed for all UE transmitter
antennas and the PUSCH is transmitted with the same param-
eters from all UE transmitter antennas.
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A TPC operation for multiple UE transmitter antennas
according to an embodiment of the present invention is illus-
trated in FIG. 13. Referring to FIG. 13, RRC configures, to a
reference UE, the cell-specific parameter a.(k) and the param-
eters Py prs0n(k) and K, in UL CC k. RRC may also config-
ure, to the UE, the parameter P,,,;(m) for each UE transmit-
ter antenna m with a separate PA (m&{1, . .., M}) in step
1310. The UE measures the DL path-loss PL(k, m) for trans-
mitter antenna m in step 1320 and, based on the PUSCH
transmission parameters in UL CC k, the UE computes the
nominal PUSCH transmission power for transmitter antenna
m as in Equation (19) in step 1330.

The CL TPC commands can differ for each UE transmitter
antenna, since the signal propagation conditions may not be
correlated. Therefore, by enabling CI. TPC per antenna, the
overall TPC operation can be improved and the respective
formula for the PUSCH transmission power becomes

Ppysca(tkm)=min{Purx(m),10-10g; Mpyscr (i K)+
Py puscalk)+olk)PL(km)+A (i, k)+f,km)}

[dBm)] (20)

where
f(i.k,m)=f(i-1, k, m)+3d 5 5(1.k,m) is the function accu-
mulating the CL. TPC command 8,z (i,k,m) for UE
transmitter antenna 111 which is included in the
PDCCH TPC channel or in the SA configuring the
PUSCH transmission in UL CC k during sub-frame i.

A TPC operation with different CL, TPC command per UE
transmitter antenna m with a separate PA (m&{1, ..., M})
according to an embodiment of the present invention is illus-
trated in FIG. 14. Referring to FIG. 14, RRC configures, to the
reference UE, the parameters Py, p;50,(k), K, and c(k) in UL
CC k and the parameter P,,,,{m) for each UE transmitter
antenna m in step 1410. The UE measures the DL path-loss
PL(k, m) for each transmitter antenna m in step 1420. The UE
receives the CL TPC commands for each transmitter antenna
m in the SA configuring the PUSCH transmission parameters
(or in a PDCCH TPC channel) in step 1430. Based on the
PUSCH transmission parameters in UL CC k, the UE com-
putes the nominal PUSCH transmission power for transmitter
antenna m as in Equation (20) in step 1440.

While the present invention has been shown and described
with reference to certain preferred embodiments thereof, the
present invention is not limited to these embodiments. Fur-
ther, it will be understood by those skilled in the art that
various changes in form and details may be made therein
without departing from the spirit and scope of the present
invention as defined by the appended claims.

What is claimed is:
1. A method for wireless communication by a user equip-
ment (UE), comprising:
determining a first power for transmitting both first data
and control information on a first physical uplink shared
channel (PUSCH);
determining a second power for transmitting second data
on a second PUSCH;
reducing the second power if a sum of the determined first
power and the determined second power exceeds a pre-
determined value; and
transmitting the first data and the control information on
the first PUSCH using the determined first power, and
transmitting the second data on the second PUSCH
using the reduced second power.
2. The method of claim 1, wherein the reduced second
power is less than or equal to a value obtained by subtracting
the first power from the predetermined value.
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3. The method of claim 1, wherein the predetermined value
is a maximum power allowed for the UE.

4. The method of claim 1, wherein the control information
comprises at least one of a Hybrid Automatic Repeat reQuest
ACKnowledgment (HARQ-ACK) and channel quality infor-
mation.

5. The method of claim 1, wherein the first and second
PUSCHs are transmitted in respective component carriers.

6. An apparatus for wireless communication in a user
equipment (UE), comprising:

a controller adapted to determine a first power for trans-
mitting both first data and control information on a first
physical uplink shared channel (PUSCH), to determine
a second power for transmitting second data on a second
PUSCH, and to reduce the second power if a sum of the
determined first power and the determined second power
exceeds a predetermined value; and

a transmitter adapted to transmit the first data and the
control information on the first PUSCH using the deter-
mined first power, and to transmit the second data on the
second PUSCH using the reduced second power.

7. The apparatus of claim 6, wherein the reduced second
power is less than or equal to a value obtained by subtracting
the first power from the predetermined value.

8. The apparatus of claim 6, wherein the predetermined
value is a maximum power allowed for the UE.

9. The method of claim 6, wherein the control information
comprises at least one of a Hybrid Automatic Repeat reQuest
ACKnowledgment (HARQ-ACK) and channel quality infor-
mation.

10. The method of claim 6, wherein the first and second
PUSCHs are transmitted in respective component carriers.

11. A method for wireless communication by a base station
(BS), comprising:

configuring, to a user equipment (UE), a first physical
uplink shared channel (PUSCH) conveying both first
data and control information and a second PUSCH con-
veying second data;

transmitting parameters required for transmission power
control of the first and second PUSCHs; and

receiving the first data and the control information on the
first PUSCH and the second data on the second PUSCH,

wherein the second power is reduced if a sum of a first
power determined for transmitting the first PUSCH by
the UE and a second power determined for transmitting
the second PUSCH by the UE exceeds a predetermined
value, and

wherein the first PUSCH is transmitted with the first power
and the second PUSCH is transmitted with the reduced
second power.

12. The method of claim 11, wherein the reduced second
power is less than or equal to a value obtained by subtracting
the first power from the predetermined value.

13. The method of claim 11, wherein the predetermined
value is a maximum power allowed for the UE.

14. The method of claim 11, wherein the control informa-
tion comprises at least one of a Hybrid Automatic Repeat
reQuest ACKnowledgment (HARQ-ACK) and channel qual-
ity information.

15. The method of claim 11, wherein the first and second
PUSCHs are transmitted in respective component carriers.

16. An apparatus for wireless communication in a base
station (BS), comprising:

a controller adapted to configure, to auser equipment (UE),

a first physical uplink shared channel (PUSCH) convey-
ing both first data and control information and a second
PUSCH conveying second data;
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a transmitter adapted to transmit parameters required for
transmission power control of the first and second
PUSCHs; and

a receiver adapted to receive the first data and the control
information on the first PUSCH and the second data on
the second PUSCH,

wherein the second power is reduced if a sum of a first
power determined for transmitting the first PUSCH by
the UE and a second power determined for transmitting
the second PUSCH by the UE exceeds a predetermined
value, and

wherein the first PUSCH is transmitted with the first power
and the second PUSCH is transmitted with the reduced
second power.

17. The apparatus of claim 16, wherein the reduced second
power is less than or equal to a value obtained by subtracting
the first power from the predetermined value.

18. The apparatus of claim 16, wherein the predetermined
value is a maximum power allowed for the UE.

19. The apparatus of claim 16, wherein the control infor-
mation comprises at least one of a Hybrid Automatic Repeat
reQuest ACKnowledgment (HARQ-ACK) and channel qual-
ity information.

20. The apparatus of claim 16, wherein the first and second
PUSCHs are transmitted in respective component carriers.
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